
























CONFIGURING YOUR DRIVE FOR DRIVE SELECTION 

FIRST DRIVE SECOND DRIVE 

0 

SW1-4 SW1-4 
MAKE NO CHANGES PUSH SWITCH #2 UP 

THIRD DRIVE FOURTH DRIVE 

0 2 3 4 OFF 0 2 3 4 OFF 

SW1-4 SW1-4 
PUSH SWITCH #1 UP PUSH SWITCHES #1 AND #2 UP 

ALL DRIVES ARE SHIPPED SET IN THE FIRST DRIVE POSITION 

CONFIGURING YOUR DRIVE FOR AUTOMATIC DIAGNOSTICS 

ON OFF 

0 

• ON 

1 2 3 4 OFF 

SW1-4 SW1-4 
MAKE NO CHANGES PUSH SWITCHES #3 AND #4 DOWN 

ALL DRIVES ARE SHIPPED WITH THE AUTO-DIAGNOSTIC MODE SET TO ON 

figure 5 Switch settings for Drive Selection and Automatic Diagnostics 
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connecting an additional disk 
drive or QeriQheral 

~~~~~~~~~~~
~~~ 

1. Tum oft the power to your disk drive. 

2. Using a small screwdriver or pen, push the switches 
(marked SW 1-4) in the back of the disk drive to match the 
drive assignment number shown in figure 5. 

3. If you wish to use another Atari peripheral such as a 
cassette recorder just plug it into the jack marked OUTPUT on 
the back of the disk drive (see figure 3) 
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connecting _g_pri nter to the drive 

If you have an AT-D1 or AT-D2 drive you may connect a printer 
with a Centronics parallel interface capability directly 
into the back of our disk drive. 

1. Plug the flat end of our AT-PC printer cable into the jack 
on the back of the disk drive marked TO PRINTER (see figure 3). 

2. Plug the other end into your favorite parallel printer 

3. You are now ready to use the printer; no special commands 
are needed. 
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double density op_e_r_a_ti_o_n ___ _ 

Your TRAK AT-1 and AT-D2 disk drives are capable of double 
density operation. In addition, the AT-D1 can be upgraded to 
double density operation by your dealer. 

When you first insert a diskette into your drive it will 
detect the diskette's density and switch the disk drive 
operation accordingly. 

To initialize a double density diskette there are two 
procedures 

1. If you are running Atari DOS, format a blank diskette 
using our DDINIT utility. 

A. Load your DOS diskette 
B. Insert a blank diskette 
C. Type DDINIT and press return 

Please refer to your Atari DOS operating manual for de­
tailed instructions. 

2. If you are using OS/ A• +, load the OS/ A disk and run the 
CONFIG program 

A. Boot OS/ A + 
B. Insert blank diskette 
C. Type CONFIG and press return 

Please consult your OS/ A manual for detailed instructions. 

Diskettes formatted under these procedures will always 
read and write double density. 

13 • OSI A is a registered trademark of OSS, Inc. 



e trak software and utilities 

There are three types of Trak software diskettes 

1. The first is the Double Density software, utilities and 
game diskette which is packed with every 'AT' series double 
density drive system. This diskette includes the DDINIT 
utility for initializing a disk under double density, 
diagnostic programs which test the disks ROM, RAM and con­
troller. It also performs a random read/write test. Also 
included on this diskette are one or more games 

2. The second type of software is our Turbo-Charged~ soft­
ware. This software includes utilities that enable your 
drive to access information from your diskette many times 
faster than any other drive available today. This software 
can be purchased from your local Atari dealer. 

3. The third type are special utilities, games and business 
applications that TRAK is now developing. These software 
packages are being developed to further enhance the speed 
and capabilities of your Atari system by fully utilizing the 
unique advanced features of the 'AT' series drives. Please 
check with your local dealer for availability. 

Copyright 1983, TRAK Microcomputer Corporation 14 
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care of diskettes 

Keep the diskette in its protective envelope when it is not 
being used. The surface of an unprotected diskette can be 
damaged by atmosphere pollutants or liquids. 

Do not expose your diskettes to direct sunlight or excessive 
heat. 

Never wet or wash a diskette. 

Do not bend your diskette; it must tum freely in the protec­
tive jacket. 

Load the diskette gently into the drive so that it does not 
bend. 

Store the diskettes upright so that they do not bend 

Do not use pencil erasers on diskette labels. Eraser dust is 
abrasive and will damage the diskette surface 

Never write on your diskettes with a pencil or pen. Use a 
felt-tipped pen to avoid indenting the diskette or write on 
the label prior to affixing it to the diskette. 

Do not place the diskette near the television set to avoid 
magnetic fields which will erase the stored data. 



back-up d iskettes 

To avoid loss of valuable data, you should make back-up 
copies of all your diskettes. These copies should be stored 
in a secure location. Refer to your Atari DOS manual for 
detailed instruction. 

d iskette write Q_ro_t_e_c_tio_n ____ _ 
Most diskette manufacturers incorporate a write-protect 
notch on the jackets of their diskettes. (See figure 6). 

When the notch is open, the computer can write on the dis­
kette. By covering the notch with a piece of adhesive tape, 
the write mechanism in the drive is disabled and the diskette 
is write-protected 

Your 'AT' drive will also automatically write-protect your 
diskette regardless of the write-protect tab, if you press 
the write-protect switch on your control panel ! The light 
will then go on and your data will be . protected. This elimi­
nates the need to repeatedly add or remove the tab and helps 
avoid errors by which your data may be accidently erased. 

UNPROTECTED ------

0 
WRITE PROTECTED .----

0
---

00 
WRITE ~ 
PROTECT-- I 

NOTCH I ID 
1!::::=::::!=1 

ora 
WRITE ~ 
PROTECT--l"ll]L----. 
TAB ID 

figure 6 Write-Protecting Your Diskettes 



warranty information 
TRAK Microcomputer Corporation warrants its products to 
be free from defects in material and workmanship for a 
period of 90 (ninety) days from the date of original pur­
chase. If a product fails within the warranty period, 
customer must obtain a Return Authorizaton Number (RA #) 
from his TRAK dealer or from TRAK and return the product to 
his TRAK dealer or to TRAK freight prepaid with the RA # 
marked on the shipping carton and proof of purchase en­
closed. TRAK will either repair or replace the product at 
its option and return it to the Dealer or customer, freight 
prepaid 

The above warranty is contingent upon proper use in the 
application for which the products were intended and does 
not cover equipment modified without TRAK's approval or 
which was subjected to unusual physical or electrical 
stress. Except for the express warranties set forth above. 
TRAK grants no other warranties, either expressed or 
implied of merchantability and fitness, and the stated 
express warranty is in lieu of all liabil ities or obliga­
tions of TRAK for damages including, but not limited to 
incidental or consequential damages occurring out of or 
in connection with the use or performance of TRAK 's 
produc ts. 

For products out of warranty, the procedures outlined 
above · apply except that TRAK's published service fees 
shall be charged and the products will be returned freight 
collect. All repairs shall receive a 90 day warranty on 
parts and labor. For an extended warranty, see your TRAK 
dealer or write to TRAK for details on TRAK's service 
agreement. 
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